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LISTING OF THE CLAIMS 

The following listing of claims will replace all prior versions and listings of claims in the 
application. 
Listing of Claims; 

Please amend the claims as follows: 

1 . (Original) An apparatus for interrogating the surface of a substrate comprising a 
plurality of features, said apparatus comprising: 

(a) a source of light, 

(b) a holder for a substrate, 

(c) a linear actuator motor with a driver for moving said holder with respect to said 
source of light, 

(d) a power supply for the linear actuator motor and driver, and 

(e) circuitry that disables one or more outputs of said power supply. 

2. (Original) An apparatus according to claim 1 wherein said circuitry disables all 
power outputs of said power supply. 

3. (Original) An apparatus according to claim 1 wherein said circuitry disables less 
than all power outputs of said power supply. 

4. (Original) An apparatus according to claim 3 wherein said circuitry disables the 
power outputs of said power supply to said driver, 

5. (Original) An apparatus according to claim 1 wherein said circuitry comprises 
sense circuitry that detects failure of power outputs of said power supply. 

6. (Original) An apparatus according to claim 1 wherein said circuitry comprises 
sense circuitry that detects energy at said motor or said driver. 
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7. (Original) An apparatus according to claiin 1 wherein said linear actuator motor 
is a voice coil motor and said driver is a voice coil driver. 

8. (Original) An apparatus according to claim 1 wherein said circuitry comprises 
sense circuitry comprising a detection circuit to determine if the sense circuitry is connected to 
disable circuitry of the power supply.. 

9. (Original) An apparatus according to claim 8 wherein said detection circuit 
determines the supply voltage less the forward drop across an LED of the disable circuitry. 

10. (Original) An apparatus according to claim 8 wherein said sense circuitry 
comprises detection circuit for indicating inability of the sense circuitry to function. 

1 1 . (Original) An apparatus according to claim 10 wherein said detection circuit 
intercepts an enable signal for the driver. 

12. (Original) An apparatus according to claim 1 wherein a disable signal from the 
power supply causes the power supply to shut down entirely or to shut down one or more of the 
power outputs. 

1 3. (Original) An apparatus according to claim 1 wherein said circuitry comprises 
sense circuitry that resides at the driver. 

14. -37. (Canceled) 

38. (New) An apparatus according to claim 1 wherein the circuitry that disables one 
or more outputs of the power supply disables the one or more outputs without using a mechanical 
contact. 
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